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Avluftningsventil

D
B Air relif valve

Borjesson Pipe Systems AB Entlaftungsventil

Lonsam flodesteknik © Rewarding Flow Technology © Vorteilhafte Regel- und Absperrtechnik

2-stegs Avluftningsventil med hus i segjarn, GGG 40. Flansad PN 40
2-funktion Air relief valve with body in ductile iron, GGG 40. Flanged PN 40
2-Funktionen Entliftungsventil mit Gehéduse aus duktilem Gusseisen GGG 40. Flansche PN 40

BEm Beskrivning
Avluftningsventil i 2-stegsutférande med hus av segjarn.
Ventilen avlagsnar bade komprimerad och okomprime-
rad luft via sitt dubbelkammar-system. Utrustad med en
inbyggd test-funktion. Avsedd for rena medier. Avluft-
ningsventiler dr en I6nsam ekonomisk investering for att
sanka energikostnaderna i t.ex. kommunala vattendistri-
butionsystem.

BiS Description
2-funktion Air relief valve in ductile iron. The valve reliefs
both compressed and uncompressed air through its double-
chamber system design. Equipped with an in-line testing
funktion. Suitable for clean water. The use of Air relief
valves is a rewardable and economical investment in order
to cut energy costs.

B Beschreibung
2-funktionen Entldftungsventil mit gehduse duktilem Gus-
seisen. Das Ventil Entliiftungs beiden komprimierten und
nicht komprimierten Luft durch die doppelkammer-System
zu entwerfen. Ausgestattet mit einer Inline-Prifung funk-
e tion. Geeignet fir sauberes Wasser. Die Verwendung von
das Entliftungsventil ist eine Vorteilhafte und Wirtschaftli-
energy efficient che Investition, um Energiekosten zu senken.
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Teknisk data / Technical data / Technische Daten

Max. tryck Max. pressure Max. Druck 16 bar

Temp. omrade Temp. range Mediumtemp. -10°C-70°C

Material / Material / Material

[0) Hus Body Gehéuse GGG 40 (Epoxy)

® Flottor Float Schwimmer ABS

©) Kammare Chamber Kammer GGG 40

® Munstycke Nozzle Duse Maéssing / Brass / Messing
@ Mynning Oriface Luftauslass Deckel Massing / Brass / Messing
® Flottor Float Schwimmer ABS

@ Ovre flans Upper flange Oberer Flansch GGG 40

Overdel Cover Deckel GGG 40

® Skruv Screw Schrauben Stal / Steel / Stahl
Avledare Deflector Abweichen ABS

@ Packning Gasket Dichtung NBR

@ Nalventil Needle valve Nadelventil Fornicklad massing / Nickel-plated brass /

Messing vernickelt

Alt.utforande / Alt.execution / Alt. Ausfiihrung
Tryckslagsddmpande Anti water-hammer funktion Drickschlagdémpfer design
PN 16/25/40/64 PN 16/25/40/64 PN 16/25/40/64

Underhall / Maintenance / Wartung

Rengoring av munstycke for att forhindra Cleaning of nozzle in order to Dusenreinigung, um Luftauslass
igensattning. prevent air outlet closure. SchlieBung zu verhindern.
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Art. nr. DN A B C DE] Kg
BPS 7905050 50 280 166 86 165 21
BPS 7905065 65 280 166 86 185 22
BPS 7905080 80 280 166 86 200 25
BPS 7905100 100 280 166 86 220 27
BPS 7905125 125 370 240 112 250 37
BPS 7905150 150 435 265 150 285 47
BPS 7905200 200 435 265 150 340 50
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