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Finns även i syrafast stål 
Also available in stainless steel

Ändlägesbrytarbox
 Limit switch box 

Ändlägesbrytarbox för pneumatiska manöverdon, Öppet/stängt
Limit switch box for pneumatic actuators, Open/close

BPS
Brytarbox

Beskrivning
Ändlägesbrytarbox med 2 st potentialfria lägesbry-
tare. Brytarna till respektive frånslag är justerbara via 
2 st kamskivor. Optisk visning av ventilläget. Brytar-
boxen uppfyller Namur-standard och kan justeras för 
att passa manöverdon med 20 mm alternativt 30 mm 
axelhöjd.

Description
Limit switch box with two switches for open/close which 
are adjustable through two cams. Visuall indication of the 
valve positon is available. The box is produced according to 
Namur-standard and can be adjusted to fit actuators with 
either 20 mm or 30 mm stem.
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Ändlägesbrytarbox
 Limit switch box 

Ändlägesbrytarbox för pneumatiska manöverdon, Öppet/stängt
Limit switch box for pneumatic actuators, Open/close

BPS
Brytarbox

Material / Material

Hus Body Gehaüse Aluminium / Aluminium

Bult Bolts Rostfritt stål, Stainless steel (A2, AISI 304)

Hustätning Body seal NBR

Axel Shaft Rostfritt stål / Stainless steel AISI 304

Optiskt Indikeringslock Indicator cover Polykarbonat / Polycarbonate

Kam Cam Polykarbonat / Polycarbonate

Fjäder Spring Rostfritt stål, Stainless steel (AISI 304)

Bussning Bushing Brons / Bronze

Optisk indikering Indicator ABS Polykarbonat / ABS Polycarbonate

Montagebygel Bracket Rostfritt stål / Stainless steel (AISI 304)

Axel Stem Rostfritt stål / Stainless steel (AISI 304)

Målning Painting Chromated Polyester powder coating (Black)

Höjd 20 mm alt. 30 mm
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Ändlägesbrytarbox
 Limit switch box 

Ändlägesbrytarbox för pneumatiska manöverdon, Öppet/stängt
Limit switch box for pneumatic actuators, Open/close

BPS
Brytarbox

Teknisk data / Technical data / Technische Daten

Max. temperatur Max. temperature -20ºC – 80ºC

Inkapsling Enclosure Weatherproof IP67/NEMA4&4X

Kabelgenomföringar Cable entries 2 NPT 1/2”

Optisk indikering Position indicator 0 – 90º (CLOSED = Red, OPEN = Yellow)

Givare Switches 2 x Mechanical switch, 2 x proximity sensor

Ytbehandling Painting Powder Coating


